922 SideWinder
Specifications

(subject to change without notice)
For Bookletmaking: 

  Sheet Size:  min. (flat)        5” x  8-1/2”  (127mm x 206mm) 

                           max. (flat)      12” x 18“       (305mm x 457mm)

                        min. (folded)    5” x 4-1/16” (127mm x 103mm) 

                        max. (folded)  12” x 9”         (305mm x 229MM)     

  Thickness:   max:  64 pages (50 lb offset), plus cover

                           max: 1-1/8” (for side stitching, etc.)

  Face trims:  min:  1/8”    from edge for thick booklets

                        min:  1/16”  from edge for thin booklets

                        max:  1-1/2” from edge for all booklets

  Trim size:     min:  3-1/2” x 5-1/4  (89mm x 133mm) 

                                (5-1/4” spine)  (133mm)

For Collating: 

Sheet size:  min. (flat)    4-1/8” x 7-1/2” (105mm x 191mm) 

                       max. (flat)       12“ x 18”     (305mm x 457mm)  

Number of pockets/stations: 3,6,9,12,15,18,21

Hopper capacity:  Max. 8”

Operating speed:  1200 to 5200 cycles per hour

Drive:  inverter controlled ac system

Vacuum air system:  becker vacuum air pump

    1   (5 hp) motor   for 3 to 9 stations

    1 (10 hp) motor   for 12 to 15 stations

    2 (  5 hp) motors for 18 to 21 stations

Weight:  9,000 lbs. for 9-station:

              1,300 lbs. for each 3-station “add-on”

Electrical:  230 volt/60hz/3-phase

                         other voltages priced on request

